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NICK HILTS

00109

1 C

LEGEND
EXISTING GROUND ELEVATION

PROPOSED GROUND ELEVATION

EXISTING CONTOUR - 0.2m INTERVAL

PROPOSED SLOPE

REMOVE / DEMOLISH

178.00

178.00

R

GENERAL NOTES:
1. PROPERTY LINE INFORMATION IS APPROXIMATE ONLY AND TAKEN FROM PART OF

LOT 23 CONCESSION SOUTH OF BLEAM'S ROAD BY GUENTHER RUEB SURVEYING
LIMITED, DATED DECEMBER 6, 2017, AND SHOULD NOT BE USED FOR LAYOUT

2. ALL DIMENSIONS ARE IN METERS (m)
3. ELEVATIONS ARE IN METERS ABOVE MEAN SEA LEVEL (m AMSL).
4. GRADES ARE APPROXIMATE.
5. FLOODPLAIN ELEVATION APPROXIMATELY 334.67 M AMSL
6. EXCAVATED SOIL TO REMAIN OUTSIDE OF FLOODPLAIN LIMIT
7. SILT FENCING WILL BE UTILIZED AT THE FLOODPLAIN LIMIT DURING CONSTRUCTION

ACTIVITIES TO PREVENT ANY ALTERATIONS TO THE FLOODPLAIN

7. THE ENGINEER/DESIGNER HEREBY CERTIFIES THAT THE PROPOSED LOT DRAINAGE AND/OR GRADING PLAN(S)
HAVE BEEN DESIGNED IN ACCORDANCE WITH DRAINAGE COMMON LAW IN ONTARIO, SOUND ENGINEERING
PRINCIPLES, AND THE ONTARIO BUILDING CODE ARTICLES SUCH AS BUT NOT LIMITED TO 9.14.6.1 & 9.15.4.6.
THE ENGINEER/DESIGNER ENSURES ARTIFICIALLY COLLECTED AND/OR SURFACE DRAINAGE WILL NOT
ADVERSELY AFFECT ADJACENT PROPERTIES.

8. ALL EXTERIOR AREAS OF A PROPERTY SHALL BE GRADED AND MAINTAINED IN SUCH A MANNER SO AS TO
PREVENT THE EXCESSIVE OF RECURRENT PONDING OF STORMWATER THEREON.

9. NO STORMWATER, ROOF, OR SUMP PUMP DRAINAGE SHALL BE DISCHARGED ON ANY PORTION OF A PROPERTY
USED FOR VEHICULAR OR PEDESTRIAN TRAFFIC OR ONTO A NEIGHBOURING PROPERTY.

10. PROPERTY IS ON WELL AND SEPTIC

338.0

 T.O.F.  - TOP OF FOUNDATION ELEVATION
 D.S.     - DOWN SPOUT

Single detached dwelling
to be removed at completion 
of new house

ZCA-03/23
466 Fairview Street, New Hamburg

cmiller
Line


